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FTX Centaur 1/10th Scale 4WD Electric Powered 
Ready-To-Run Trail Vehicle
Congratulations on your purchase of the FTX ‘Centaur’ electric off road vehicle.
This 1/10th scale model has been factory assembled and all electrics installed and set up to make it 
the easiest possible introduction to the sport of driving RC cars.

WARNING: Read the ENTIRE instruction manual to become familiar with 
the features of the product before operating. 
Failure to operate the product correctly can result in damage to the 
product, personal property and cause serious injury.
This is NOT a toy and must be operated with caution and common 
sense. 
Failure to operate this product in a safe and responsible manner 
could result in damage, 
injury or damage to other property.
This product is not intended for use by children without direct 
adult supervision. It is essential to read and follow all the 
instructions and warnings in the manual, prior to assembly, 
set-up or use, in order to operate correctly and avoid damage 
or serious injury.

Safety Precautions and Warnings
• You are responsible for operating this model such that it 

does not endanger
yourself and others, or result in damage to the product or the property of others.

• This model is controlled by a radio which is possibly subject to interference which can cause momentary loss of control so it is advisable to
always keep a safe distance to avoid collisions or injury.

• Age Recommendation: 14 years or over. This is not a toy. This product is not intended for use by children without direct adult supervision.

Carefully follow these directions and warnings, plus those of any additional equipment associated with the
use of this model, chargers, ESC and motors, radio etc.
• Never operate your model with low transmitter batteries.
• Always operate your model in an open area away from cars, traffic or people.
• Never operate the model in the street or in populated areas.
• Always keep the vehicle in direct line of sight, you cannot control what you cannot see!
• Keep all chemicals, small parts and anything electrical out of the reach of children.
• Although splash-proof the car and electronics are not designed to be subjected to extended moisture exposure or submersion. 

To do so will result in permanent damage.
• Avoid injury from high speed rotating parts, gears and axles etc.
• Novices should seek advice from more experienced people to operate the model correctly and meet its performance potential.
• Exercise caution when using tools and sharp instruments.
• Do not put fingers or any objects inside rotating and moving parts.
• Take care when carrying out repairs or maintenance as some 

parts may be sharp.
• Do NOT touch equipment such as the motor, electronic speed 

control and battery, immediately after 
using your model because they can generate high temperatures.

• Always turn on your transmitter before you turn on the receiver in 
the car. Always turn off 
the receiver before turning your transmitter off.

• Keep the wheels of the model off the ground, and keep your hands 
away from the 
wheels when checking the operation of the radio equipment.

• Prolong motor life by preventing overheat conditions. 
Undue motor wear can result from frequent turns, rapid change 
of direction forwards/backwards, continuous stop/starts, 
pushing/pulling objects, driving in deep sand and tall grass, or 
driving continuously up hill.
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BATTERY USAGE ADVISE

CHARGING/INSTALLING THE BATTERY.
• Always store your model with the battery pack unplugged and removed.
•  Always charge your battery away from the vehicle. 

The included USB charger will take approximately 4 hours to charge a 
discharged 2000mAh battery.

•  When charging the Red LED will be solid.
•  When the battery is fully charged the Green LED will be solid.
•  The battery will become warm to touch when charged, but not hot.
•  If the battery is hot, stop charging immediately. Disconnect the battery from 

the charger as soon as the charger LED turns green.

NOTES ON BATTERY USE:
•  Always allow the battery cool after use, before recharging.
•  Always inspect the battery before charging.
•  Any bare wires, split heat shrink or leakage is a sure sign of abuse.
•  Never attempt to charge dead or damaged batteries.
•  Do not disassemble the battery or cut the connector wires.
•  If the battery connector gets hot enough to melt there is most likely a 

serious problem with your model, driveline, battery wires or speed 
controller. Find and correct the 
problem before installing another charged battery pack.

• NEVER charge the battery unattended incase of overcharging, you need to 
be able to monitor the battery during charging.

•  Charge away from flammable objects and on a non-flammable surface 
incase the battery becomes too hot.

TABLE B: LVC PROTECTION FOR WP-1625-BRUSHED-CRAWLER, WP-1040-BRUSHED-
CRAWLER&BOAT, WP-860-DUAL BRUSHED (CRAWLER OR BOAT MODE).

2.  Over-heat protection: When the internal temperature of the ESC is higher than 
100 ˚C or 212 Fahrenheit degree for 5 seconds, the ESC will reduce and cut off 
the output power.
When the car stops, the red LED blinks to indicate the over-heat protection has 
been activated. If the ESC cools down to 80 Celsius degree (176 Fahrenheit 
degree) the output power is recovered to normal state.

3.  Throttle signal loss protection: The ESC will cut off the output power if the 
throttle signal has been lost for 0.1 second. The “Fail Save” function of the 
radio system is strongly recommended to be activated.

THE DIFFERENCE BETWEEN “BRUSHED” AND “BRUSHED-CRAWLER 
& BOAT” ESC

1. “Brushed” and “Brushed-Crawler& Boat” ESCs have different backward-run-
ning modes.
“Brushed” ESC uses “Double-Click” method to make the car go backward. 
When you move the throttle stick from forward zone to backward zone for the 
first time, the ESC begins to brake the motor, the motor speeds down but still 
running, so the backward action is NOT happened at this moment. When the 
throttle stick is moved to the backward zone again (The 2nd “click”), if the 
motor speed is slowed down to zero (i.e. stopped), the backward action will be 
activated. The “Double-Click” method prevents mistakenly reverse when the 
brake function is frequently used in steering.
“Brushed-Crawler& Boat” ESC uses “Single-click” to make the car go back-
ward. When you move the throttle stick from forward zone to backward zone, 
the car will go backward immediately. This mode is common for the Rock 
Crawler and tank.

2. The maximum reverse force (for backward running) is 50% for the general 
“Brushed” ESC, 100% for the “Crawler” mode of a “Brushed-Crawler & Boat” 
ESC, and 25% for the “Boat” mode of a “Brushed-Crawler & Boat” ESC.

3. The Low Voltage Cut-off Protection modes are different (Please check the 
instructions in the section of “PROTECTION FUNCTIONS”).

Output cuts off at 
6.5V.
If the throttle stick 
moves to neutral 
and then up again, 
the output can be 
recovered to 50%.
If the voltage drops 
to 6.5V again, the 
above process 
repeats in circles.

Output cuts off at 
9.75V.
If the throttle stick 
moves to neutral 
and then up again, 
the output can be 
recovered to 50%.
If the voltage drops 
to 9.75V again, 
the above process 
repeats in circles.

Output cuts off 
at 13V.
If the throttle stick 
moves to neutral 
and then up again, 
the output can be 
recovered to 50%.
If the voltage drops 
to 13V again, the 
above process 
repeats in circles

Output cuts off at 
4.5V.
If the throttle stick 
moves to neutral 
and then up again, 
the output can be 
recovered to 50%.
If the voltage drops 
to 4.5V again, the 
above process 
repeats in circles.

2S Lipo 3S Lipo  4S Lipo  5-9 cells NiMH

CHARGING
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Le FTX Centaur 4x4, une voiture de trail à l’échelle 
1/10 prête à rouler
Merci d’avoir choisi le FTX Centaur 4x4 électrique. 
Ce modèle est monté d’usine, l’électronique est pré 
installée et réglée pour permettre un démarrage et 
du plaisir le plus rapidement possible. 

Attention:  lisez l’intégralité du manuel pour exploiter au mieux la 
voiture et éviter des dommages mécaniques ou corporels. 
Ce modèle n’est pas un jouet, il doit être manipulé avec 
précaution. 
Utilisé dans de mauvaises conditions, ce modèle peut causer 
des dommages. 
Ce modèle n’est pas fait pour être utilisé par un enfant sans la 
surveillance directe d’un adulte.
Il est essentiel de lire et de suivre les instructions et les 
recommandations de ce manuel  pour entretenir et faire 
évoluer votre modèle dans de bonnes conditions. 

Mesures de sécurité:
• Vous êtes responsable lors de l’évolution de ce modèle, veillez à ne pas vous mettre en danger, 

à mettre en danger le modèle ou la propriété d’autrui.
• Ce modèle radiocommandé peut être perturbé par d’autres sources d’onde radio, ce qui peut entrainer  la perte momentanée du contrôle de la voiture. 
• Age recommandé : 14 ans, ceci n’est pas un jouet,  ce produit n’est pas fait pour être utilisé par un enfant sans surveillance. 

Suivez consciencieusement les instructions suivantes :
• Ne jamais évoluer avec des batteries d’émission faibles
• Toujours évoluer dans une zone dégagée, loin de la circulation et de la foule
• Ne jamais évoluer dans une rue ou un endroit fréquenté
• Toujours garder le modèle dans son champ de vision 
• Gardez  hors de portée des enfants tous les composants de petite taille, électriques ou chimiques 
• Tenez le modèle hors de portée de l’eau (la rouille peut causer des dommages irréversibles au modèle)
• Faites attention  aux pièces en rotations, axes, pignons etc.
• Les débutants doivent prendre conseil auprès de personnes plus expérimentées
• Faites attention lors de l’utilisation des outils
• Attention à ne pas mettre les doigts ou d’autres parties du corps en contact avec les pièces en rotation
• Faites attention lors du transport, de la maintenance ou de la réparation, certaines pièces peuvent être coupantes.
• NE JAMAIS toucher les composants tels que le moteur, le variateur ou les 

batteries après utilisation, ces pièces peuvent être chaudes
• Lorsque vous changez de fréquence d’émission as surez-vous que les 

quartz de fréquence sont bien positionnés (RX pour récepteur et 
TX pour l’émetteur) 

• Toujours éteindre en premier la voiture avant 
l’émetteur

• Vérifiez le bon fonctionnement de la voiture les 
roues dans 
le vide (en prenant les précautions nécessaires)

• Prolongez la durée de vie du moteur en le 
préservant de la surchauffe (la durée de vie 
du moteur dépend aussi de la fréquence de 
roulage, des changements rapide de 
direction avant/arrière, des conditions de 
roulage difficiles poussière/boue des 
utilisations abusives tirer/pousser des objets)

FRANÇAIS
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CHARGER / MONTER LA BATTERIE:
• Stockez toujours votre voiture avec la batterie débranchée et enlevée
• Chargez toujours votre batterie en dehors de la voiture. 

Le chargeur USB inclus met environ 4h pour charger la batterie 2000mAh lorsqu’elle 
est déchargée

• Pendant la charge la LED rouge reste allumée
• Lorsque la batterie est chargée, le LED verte restent allumées.
• La batterie peut légèrement chauffer pendant la charge, mais elle ne doit pas être 

chaude.
• Si la batterie est chaude, arrêtez immédiatement la charge. Débranchez alors la

batterie du chargeur dès que la LED du chargeur devient vert.

Note sur l’utilisation de la batterie:
• Laissez toujours la batterie refroidir après son utilisation avant de la recharger.
• Inspectez toujours la batterie avant de la charger
• Tout fil dénudé, connecteur coupé ou fuite montre une mauvaise utilisation de la batterie
• N’essayez jamais de charger une batterie endommagée ou morte
• Ne démontez pas la batterie et/ou ne coupez pas les câbles
• Si la connectique de la batterie devient tellement chaude qu’elle fond, cela indique qu’il 

y a un problème important avec votre voiture, la transmission, les câbles de la batterie 
ou le contrôleur de vitesse. Trouvez alors l’origine du problème et corrigez-le avant de 
monter une autre batterie

• Ne chargez jamais la batterie sans la surveiller en cas ce surcharge, vous devez 
pouvoir monitorer la charge à tout moment

• Chargez la batterie éloignée de tout matériaux inflammables sur une surface non 
inflammable dans le cas où la batterie deviendrait trop chaude.

Table B : Protection faible tension pour les WP – 1625 – Brushed-Crawl-
er, WP – 1040 – Brushed-Crawler & Bateau et WP – 860 – Dual Brushed 
(Crawler et Bateau).

2.  Protection de surchauffe : Lorsque la température interne de l’ESC est supérieure à 100°C 
(212°F) pendant plus de 5 secondes, l’ESC réduit et coupe la puissance. Lorsque la voiture 
s’arrête, la LED rouge clignote afin d’indiquer que la protection thermique a été activé. Si 
l’ESC redescend en dessous de 80°C (176°F) la puissance est de nouveau fournie et l’ESC 
reprendre son cycle normal.

3.  Protection contre la perte de signal : Lorsque le signal de contrôle des gaz est perdu pen-
dant plus de 0.1 secondes, l’ESC coupe l’alimentation. Nous vous recommandons fortement 
d’utiliser la fonction FailSafe de la télécommande.

Différence entre les ESC « Brushed » et « Brushed - Crawler - Bateau »
1. Les ESC « Brushed » et « Brushed – Crawler – Bateau » possèdent un mode de marche 

arrière différent. Les ESC « Brushed » utilisent la méthode « double click » pour reculer : 
Lorsque vous bougez la gâchette des gaz de la zone de marche avant vers la zone de 
marche arrière la 1ere fois, l’ESC va alors commencer à freiner le moteur mais la marche 
arrière n’est pas enclenchée. Afin de l’enclencher vous devez revenir une 2eme fois dans 
la zone de marche arrière (le 2eme click) lorsque le moteur est à l’arrêt. Cette méthode de 
« double click » permet d’éviter d’enclencher la marche arrière par mégarde.
Les ESC « Brushed – Crawler – Bateau » utilisent la méthode « click unique » pour reculer : 
Dès que vous mettez la gâchette de gaz dans la zone de marche arrière, la voiture va 
commencer à reculer. Ce mode est généralement utilisé en Crawler ou en Tank.
“Brushed-Crawler& Boat” ESC uses “Single-click” to make the car go backward. When 
you move the throttle stick from forward zone to backward zone, the car will go backward 
immediately. This mode is common for the Rock Crawler and tank.

L’alimentation se 
coupe à partir de 
6.5V. Si vous mettez 
la gâchette des 
gaz au neutre puis 
que vous accélérez 
de nouveau, vous 
retrouvez une 
puissance réduite 
de 50%. Et ainsi de 
suite en boucle.

L’alimentation 
se coupe à partir 
de 9.75V. Si vous 
mettez la gâchette 
des gaz au neutre 
puis que vous ac-
célérez de nouveau, 
vous retrouvez une 
puissance réduite 
de 50%. Et ainsi de 
suite en boucle.

L’alimentation se 
coupe à partir de 
13V. Si vous mettez 
la gâchette des 
gaz au neutre puis 
que vous accélérez 
de nouveau, vous 
retrouvez une 
puissance réduite 
de 50%. Et ainsi de 
suite en boucle.

L’alimentation se 
coupe à partir de 
4.5V. Si vous mettez 
la gâchette des 
gaz au neutre puis 
que vous accélérez 
de nouveau, vous 
retrouvez une 
puissance réduite 
de 50%. Et ainsi de 
suite en boucle.

Lipo 2S Lipo 3S  Lipo 4S  NiMh 5 – 9 éléments

2. La puissance maximale en marche arrière est réduite de 50% pour les ESC « Brushed » 
alors qu’elle est à 100% pour le mode Crawler de l’ESC « Brushed – Crawler – Bateau » et à 
25% pour le mode Bateau de l’ESC « Brushed – Crawler – Bateau »

3. La protection de faible tension est différente entre les deux ESC. (Réferrez vous aux tables 
de protection de tension).

CHARGE
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EXPLODED PARTS DIAGRAMS
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PARTS LISTING
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Short 32 2mm 37 3mm

Cap Head 2.5*18mm Cap Head 2.5*20mmCap Head 2*8mm 

Flange Head Screws3*4 Crub Screw Bolt 4*4mm Crub Screw Bolt 3*20mm

Wheel Hex. King Pin Bushing 

etal Washer

2.6*   6*0.5

Metal Washer(3*7*0.8) Gasket(5.1*6.5*3) E-Clips-   4mm*6P
E-Clips-   2.3mm*6P

Gasket(5.2*6.5*2)

Pin -2*10mm*6P
Pin -2*7 5mm*6P
Pin -2*12mm*6P clip kits(12pcs) Winch Spool

Alloy Wire Clip
Steel Wire+Wire Hook

2*8

M2

Dig Servo 9G /7.4V Winch Servo 25KG(360 ) Steering Servo 25KG Servo Horn(25T)

Flat Head 3*8mm at Head 2*8mm 

Step Screws 4*11.5mm Cap Head 2*5mm(Black)

4*4MM

PARTS LISTING
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PARTS LISTING
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